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Hotels
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avant-garde
design
confort
security
savings

Passion for KNX innovation
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Touch-MyDesign
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Hotel ME Colon Sevilla

Touch-MyDesign is a KNX switch with capacitive buttons that satisfies the design requirements of any building thanks to its total 
customization: Everyone can create unique compositions, which could include images, icons, texts or logos, as well as decide how to install 
it (portrait or landscape). This customization  is printed on a high-strength tempered glass, with an anodized aluminium frame to finish off the 
author’s work. Four, six or eight buttons are the available formats, so that pairs or individual buttons can be used as personalized controls with 
LED indicators. TMD has 5 LEDS that can be used as additional buttons to assign direct functions. TMD also includes thermostat function, 
internal temperature probe and two analog/digital inputs. Accessories: Temperature probes and motion sensor.
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Touch-MyDesignTouch-MyDesign



7

Hotel Sancti Petri Cadiz
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Touch-MyDesign
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Hotel Melia Castilla
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InZennio Z41
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Hotel Me London

InZennio Z41 is a capacitive touch panel which represents an advancement in Digital Home control.
Minimalist aesthetics, dominated by simple forms, lead to a timeless design that facilitates integration within working and living environments.
Its 4.1” color display in portrait (3:4) makes your management and enjoyment easier, enabling distributed communication within the intelligent 
home. Z41 includes an internal clock with battery and USB port for program updates. IP connection is included.
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InZennio Z41
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Hotel Me London
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InZennio Z41
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Hotel Me London
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TMD-Display
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Hotel Me Ibiza

TMD-Display is a totally customizable room controller that will cause the desired aesthetic impression in any ambience. 
Everyone can create unique compositions, which could include images, icons, texts or logos. This customization is printed on a high-strength tempered glass, 
with an anodized aluminium frame to finish off the author’s work. Roll-ZAS is able to manage climate, audio, shutters, lights… and all through an intuitive 
and modern touch panel with 8 buttons. TMD also includes thermostat function, internal temperature probe and two analog/digital inputs.  Accessories: 
Temperature probes and motion sensor.
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TMD-Display
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Hotel Meliá Villa Capri
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MAXinBOX 16
Multifunction actuator. 16 x 16A 
outputs C-Load. 8 DIN rail units.
MAXinBOX16 is a multifunction 
actuator for DIN rails that offers 
multiple configurations of up to 8 
shutter channels or 16 independent 
outputs of 16A , which  support 
capacitive loads. It allows manual 
control of its outputs thanks to 
the push buttons on the cover. It 
includes 10 independent logical 
functions.

Room control
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MAXinBOX 8

MAXinBOX 66

Multifunction actuator. 8 x 16A outputs 
C-Load. 4.5 DIN rail units.
MAXinBOX8 is a multifunction actuator 
for DIN rails that offers multiple 
configurations of up to 4 shutter channels 
or 8 independent outputs of 16A, which  
support capacitive loads. It allows 
manual control of its outputs thanks to 
the push buttons on the cover. It includes 
10 independent logical functions.

Multifunction sensor-actuator for DIN rail (4.5u) that offers multiple 
configurations of up to 3 shutter channels or 6 independent outputs 
of 16A, which all support capacitive loads. It allows manual control 
of its outputs thanks to the push buttons on the cover. It includes 10 
independent logical functions.
In addition, it incorporates 6 analog-digital inputs that may be configured 
as binary inputs for sensors and potential-free push buttons, as 
temperature probes or as a motion sensors.  Four room thermostats to 
control heating/cooling systems are included. Accessories: Temperature 
probes and motion sensor. 
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ACTinBOX MAX6 FAN COIL

ACTinBOX QUATRO FAN COIL 

MAXinBOX 66 FAN COIL

Fan Coil controller. 2 and 4 pipes.
The Fan Coil controllers are based on ZN1IO-AB40 
and ZN1IO-AB60 actuators, and they are designed 
to be used with 2 and 4 pipes, 3 fan speed Fan Coil 
units respectively. A dedicated application offers a 
huge number of configuration possibilities, and this 
functionality is complemented with an independent logic 
functions module. 

Room control for climate

Fan Coil Controller. 2 pipes.
Fan Coil controller for DIN rail (4.5u) to manage 2 pipes and 3 fan 
speed fan coil units. A dedicated application offers a huge number of 
configuration possibilities, including an multifunction actuator that offers 
multiple configurations of 1 shutter channel or 2 independent outputs 
of 16A, which all support capacitive loads. It allows manual control 
of its outputs thanks to the push buttons on the cover. It includes 10 
independent logical functions.
In addition, it incorporates 6 analog-digital inputs that may be configured 
as binary inputs for sensors and potential-free push buttons, as 
temperature probes or as motion sensors. Four room thermostats to 
control heating/cooling systems are included. Accessories: Temperature 
probes and motion sensor.
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DIMinBOX 2CH

Lumento X4

Lumento X3

LED lighting controller. 4 channels (RGBW).
LUMENTO X4 is a 4 channel (RGBW) controller of up to 2.5A / channel, designed for 12 

to 24 V LED technology. Channel dimming is based on varying the voltage by pulse width 
modulation (PWM). LUMENTO X4 has a test push button in order to check the correct 
operation of the 4 channels.  It is highly configurable and allows easy control of all the 

channels together or each channel independently.

LED lighting controller. 3 channels (RGB).
LUMENTO X3 is a 3 channel (RGB) controller of up to 2.5A / channel, designed for 12 to 
24 V LED technology. Channel dimming is based on varying the voltage by pulse width 
modulation (PWM). LUMENTO X3 has a test push button in order to check the correct 
operation of the 3 channels.  It is highly configurable and allows easy control of all the 
channels together or each channel independently.

Light Dimming

Universal DIMMING actuator of 2 channels for up to 300 W (RLC loads) or 125W (LED 
and CFL dimmable loads), with overload, over temperature, short circuit, open circuit 
and anomalous frequency detection. Auto load type detection (RLC). Configurable 
dimming curves for LED and CFL. It allows manual control of its outputs thanks to the 
push buttons on the cover. It includes 10 independent logical functions.
In addition, it incorporates 2 analog-digital inputs that may be configured as binary 
inputs for sensors and potential-free push buttons, as temperature probes or as 
motion sensors. Accessories: Temperature probes and motion sensor. 
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KES. KNX Energy Saver
KES is Zennio’s contribution to reducing 
energy consumption. It allows the 
measurement of instantaneous electric 
power and the energy consumed by up 
to three different monophase circuits 
or a single triphase circuit. In addition, 
KES provides information about the 
corresponding CO2 emissions and it 
estimates the cost.
Accessory: Current transformer 
ZN1ACCST60

KES. Energy Saving
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The motion sensor with infrared detection technology is 
complemented by an integrated luminosity sensor, which makes the 
device even more useful. Directly connected to any input of QUAD, 
Roll-ZAS, TMD TMD-Display, MAXinBOX66 o DIMinBOX 2CH. 
Motion detection area can be increased by installing two sensors in 
parallel, to the same input. Easy installation and small size. It does 
not require any other type of connection or power supply.

Motion Sensor

Presence control
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QUAD

Temperature probes available in steel and 
epoxy.
Steel: 1,5m. (-30ºC a 125ºC)
Epoxy stiff cable: 2,3m. (-30ºC a 90ºC)
Epoxy: 1,5m. (-30ºC a 90ºC)

Analog/digital sensor.
QUAD is an analog/digital sensor that offers a large variety of functionality. Its 4 opto-
coupled multi-function inputs may be configured as digital inputs for sensors and 
potential-free push buttons, as temperature probes or as a motion sensor. Four room 
thermostats for heating/cooling control systems included. Accessories: Temperature 
probes and motion sensor.

Sensors

Temperature probes
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KNX USB Interface

Zennio Linecoupler
Linecoupler is the KNX line-coupling and line-repeating 
solution. It connects lines with galvanic isolation filter. 
Telegram dropping to reduce traffic. 

KNX installations programmer via USB. 
KNX and USB Status LED. ETS detects 
the KNX-USB Interface after connecting 
to the computer. It allows monitoring the 
KNX bus with ETS.

Systems devices
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ZPS640MPA230

ZPS160MPA

ZPS640MPA110

KNX power supply 160mA. 2 DIN rail units.
ZPS160MPA is a KNX 160mA power supply. This power supply is 
ideal for small KNX installations. It includes an integrated choke. 
Additional 29VDC output. Max. 250mA..

KNX System Power Supply with 
additional 29VDC output. 
Maximum current 640mA (KNX 
bus plus additional output 
consumption). Reset button and 
overload status LED, short-
circuit and overload protección. 
230/110V~ 50/60Hz input 
voltage. Size: 80 x 90 x 60 mm 
(4.5 DIN rail units).



www.zennio.com


